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> Application for 5.25" drive bay

> FEATURES :

- Alarm setting Button

- Fan Channel Select Button

- Display Color Select Button
- Multi-Function Smart Knob

- °CI°’F Display Switch Button
- Clock Display Button

- Auto/ Manual Select Button
- Large back light LCD display
- Card Reader Slots

> SPECIFICATION :

LCD Display

A2259 | Hardcano 13 148x40x 168 800g

- 4 sets of temperature display
- 4 sets of fan speed display

- 4 sets of fan failure display
- Alarm item flash

- Alarm with RED back light

- 8 colors dazzling LED display

- Card Reader In-Use

- Indication Clock Display
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> FUNCTION :

22> Hardeang 13

A2259

All brand names and trademar|
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Precision Electronic
Button Control

are the property of their registered owners.




HARDCANO 12

> Application for 5.25" drive bay = Sound indicator
LED Sound Meter Thermaigake
5.25" Speaker

-Stylish Design, getting more attention to your PC at LAN parties

- High-tech and modern molding
-Profession multi-Media front panel, combine speaker, dancing

- Auto & Manual mode switch

- 4 sets of temperature probe and alarm temperature setting meters and shining LEDs(7 colors ).
- Available for reading both fan speed and temperature at the -2 W speaker built-in stereo music
same time -The dancing meters, Provide color options and music dancing
- To monitor and control 4 fan speeds and temp. meters
- Large EL blue back light LCD display -Front panel controller with back light switch and Power switch.

> SPECIFICATION : > SPECIFICATION :

Frequency

LCD Display Weight  RMS response | S/NRatio

- 4 sets of temperature display
- 4 sets of fan speed display
A1845 | Hardcano 12 148x42x166 400g - 4 sets of fan failure display

- Alarm item flash

- Fashion blue EL back lighted .

[£3) (4[] (2] [

G ) Ccomeonitor ) \Gemrswien) \Alarm ) \Fanspeed ) \Gewp_ooect ) (Cobiosieoving)

A1994| CircleFire | 149x42x123 3109 2w 310+62 Khz 75dB

's \

BOX design

> FUNCTION : > FUNCTION :

&)
Stereo Speaker

Intelligent cable sleeving

=

4'sets of temperature probe
4 sets of fan speed control wire 1/0 Interface

All brand names and trademarks are the property of their registered owners.
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Xpeaker

Application for 5.25" drive bay

Thermajiake

FEATURES :

- The first invention (remote control) of wireless fan speed
control in the word.
- Fully control maximum 4 fans at the same time (case
fan, CPU cooler or VGA cooler)
- Thermaltake first-class "TRT" (Thermaltake Remote Technology) inside.
- Long-range Remote Control-apprx. 12m in open space.
- Color LED fan speed display. 6 LEDs with 3 different color.
- Wide receiving angle with minimal dead-spot.

> SPECIFICATION :

Dim

() Weight Components

A2203| Xtunner |148.4x42x68| 2959 Remote Control

=)

\Remote control ) \_ Wireless ) \5.25"Drive Bay)

d
World First

Fully control max. 4 fans
(Case fan, CPU cooler or
VGA cooler......etc.)

Silence mode Balance mode Full speed mode m

www.thermaltake.com Thermaltake@thermaltake.com

Application for 5.25" drive bay

Thermajiake

FEATURES :

- Great add-onfor your moddedPCs.
- Reflects the purity of soundand creates powerful sound effect.
- Front volume, bass control and power controls.

- Stylish LEDindicator

- Uses internal PC PSU.

SPECIFICATION :

Dim

Weight RMS Frequency

(mm) response SIN Ratio

A1875| Xpeaker | 146.5x 42 x 139.2 295¢g (zing) 310£62 Khz 75dB

][ 2]

ONIOFF

\Woume contro ) \(Bass Control)  \5.25"Drive Bay)

FUNCTION :

A1875

Volume Controller

Speaker Cover

Bass Controller Power controller

LED Indicator

Signal Port Audio Jack

Power Port

1/0 Interface

4 sets of temperature probe
4 sets of fan speed control wire

All brand names and trademarks are the property of their registered owners.




> Application

for 5.25" drive bay

> FEATURES :

- Total Control through

4 channel fan speed VR

- Fan & Light Controller combines both style and functionality
- "X" type, stylish front panel design, Hi-End knobs design.
- Controls noise level by reducing the fan speed

- Simple installation

> SPECIFICATION :

RGB light corresponds to
different fan speed

Weight

A2140| Xcontroller [148x41.5x62.5| 1509

- Low fan speed(blue): 6.5~7.5 V
- Medium fan speed(Green): 7.5 ~9.5 V
- High fan speed(Red): 9.5V~12V

> FUNCTION

A2140

4 fan speed knob

www.thermaltake.com Thermaltake@thermaltake.com

> FEATURES :

> Application for 5.25" Drive Bay

Thermajiake

- Application for car accessories (charge with Mobile phone, PDA

Notebook etc.. )
- Beverage tray
- Convenient for Lanparty gamer
- Expansion by socket
- X-style panel

- Lightweight by aluminum & plastichousing

> SPECIFICATION :

Weight

Components

A2021 Xray 170x149x41

2979 Cigarette lighter & Beverage tray

&

Car audio style,

\5.25"Drive Bay, Lighter

(Beverage tray

> FUNCTION :

Cigarette Lighter

—

Eject button

Application for car accessory

All brand names and trademarks are the property of their registered owners.




MobileFan

> Application for PC Case

> FEATURES
Great UV reactive,
Three dimensions selections, 8.9.12 CM
4-pin connector with 3-pin Signal output

> SPECIFICATION

ideal for UV case modules

Easy to install and work

Application for Notebook and
Desktop

FEATURES :

- "Thermaltake" convenient solution with extremely "Mobile" Concept inside
- Directly plug into USB port. Unnecessary additional power Supply

- VR knob : Adjust fan speed manually

- One-touch retractable USB power cable box

- With "Tt" badge fan grille to avoid touching accidentally

P/N FanDim(mm) Color Bearing Type Fan Speed(RPM) Connector Noise
A2269 80x80x25 Blue Sleeve 2000 * 10% 4Pin & 3Pin | 21 dBA S ECIFICA ION -
A2270 80x80x25 Green Sleeve 2000 * 10% 4Pin & 3Pin | 21 dBA F s d
an Spee .
(Rpﬁn) Bearing Connector
A2271 80x80x25 Red Sleeve 2000 * 10% 4Pin & 3Pin | 21 dBA
A2272 92x92x25 Blue Sleeve 1800 * 10% 4Pin & 3Pin | 21 dBA A1888 80x80x25 1300~3000 Sleeve USB1.1/2.0 17~31
A2273 92x92x25 Green Sleeve 1800 * 10% 4Pin & 3Pin | 21 dBA
A2019 | 80x80x25 | 1300~3000 Sleeve USB1.1/2.0 17~32
A2274 | 92x92x25 Red Sleeve 1800 = 10% | 4Pin & 3Pin | 21 dBA
A2275 | 120x120x25 Blue Sleeve 1400 = 10% | 4Pin & 3Pin | 21 dBA
A2276 | 120x120x25 Green Sleeve 1400 = 10% 4Pin & 3Pin | 21 dBA
A2277 | 120x120x25 Red e 1400 = 10% | 4Pin & 3Pin | 21 dBA
/@; @
Soxvomm
\,_ 9025 Fan 9025 Fan 9025 Fan
> FUNCTION :

AT

|

!

o &

A2275 A2272 A2269
(120 mm) (90 mm ) (80 mm)

N

¥

IQHO

3 @ t“fn“ S ] Q-.,-f-
A2277 A2274 A2271 A2276 A2273 A2270
(120 mm) (90 mm ) (80 mm) (120 mm) (90 mm) (80 mm )

LED Light x3

All brand names and trademarks are the property of their registered owners.
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Smart Case Fan Smart Case Fan

PCIJ] Series 3.5" Drive Bay

> Application for all series case > Application for PC case
> FEATURES : > FEATURES :
- Three dimensions selections, 8.9.12CM - 4 channel fan speed control panel.
- 3 functions in 1 : - The embedded VR function to change the fan speed, instead of
1. Full speed when jumper on external PCB
2. Temperature control. - Optimize noise level and manage the air inside the case properly.
3. Manual control : Adjust fan speed manually - Durable and high quality aluminum speed control panel

- Bundle with bracket controller, attach to PCI slot - Easy fo install and work

> SPECIFICATION : > SPECIFICATION :

p/n | FanDim | Control g., ing Fan Dim  Control Bearing

(mm)  Function Fan Speed Connectoy Fan Speed  Connector

(mm) Function  Type

1300 + 20% RPM at 20°C~
A2178| 80x80x25 | 3in1 | 2Ban i 3Pin 17 dBAat 1300RPM ~
4800 * 10% RPM at 55°C 48.5dBA at 4800RPM 1300 * 200 RPM ~
A1873| 80x80x25 | Manual | si - 4 Pi 17dBAat 1300 rpm
1300 * 20% RPM at 20°C~ x80x anua eeve +10% n 31 dBAat 3000 rpm
A2028| 90x90x25 | 3in1 | 2Ball o ||FREABIEENAN 3000 £ 10% RPM
4500 * 10% RPM at 55°C ABLRIDACEAERALY]
1300 £ 20% RPM at 20°C~ 1300 * 200 RPM ~ 17 dBA at 1300 rpm
; 25.5 dBA at 1300RPM
A2029120x120x25| 3in1 | 2Ban | 0 ELLIN b Qi e 80x80x25 3000 * 10% RPM 31dBAat 3000 rpm
A2002 Manual Sleeve 4 Pin
1300 * 20% RPM at 20°C~ . _ 90x90x25 1300 200 RPM ~ 17 dBA at 1300 rpm
A2016| 80x80x25 | 3in1 [ GRA| e | 2P [46.5aBAGt 2800RPM 3000  10% RPM 36.5 dBA at 3000 rpm
1300 + 20% RPM at 20°C~
h 1Ball 17 dBA at 1300RPM ~ 1300 * 200 RPM ~ 17 dBAat 1300 rpm
A2017) 90x90x25 3in 111 sieeve| 4000  10% RPM at 55°C 3Pin 48.5dBA at 4000RPM 80x80x25 3000 * 10% RPM 31dBAat 3000 rpm
1300 £ 20% RPM a1 20°C A2003 Manual Sleeve 4 Pin
i 1 Ball s al - . 17 dBA at 1300RPM ~ 120x120x25 1300 * 200 RPM ~ 20 dBAat 1300 rpm
A2018/120x120x28| - 3101 | 1 sieeve| 5500 + 10% RPM at 55°C 3 Pin 46:5dBAati2600REM 3000 * 10% RPM 44.5dBAat 3000 rpm
VR Connector
——
> FUNCTION : é — > FUNCTION :

A2018 A2017 A2016
(120mm) (90mm) (80mm) I A1873

(80mmx4)

A2002
(80mmx2,90mmx2)

A2028 A2178 (80mmx2,120mmx2)
(120mm) (90mm) (80mm)

All brand names and trademarks are the property of their registered owners.
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Smart Case Fan Smart Case Fan

5.25" Drive Bay

3.5" Drive Bay

> Application for PC case . > Application for PC case and CPU.
> FEATURES : > FEATURES :
- Magic Sound:Fan speed can be varied via a music rhythm control. - With fan speed control function

- Magic Relay:Alternating working with Blue and Red LED Fans.

- Magic Full:Blue and Red Led Fans run with 2000 RPM.

- Magic Off:Disable the LED fans

- Great for playing games with dancing fans to your gaming sound!

- High quality Aluminum speed control panel with 2 "Tt"knob

- Blower fan: Two-way air induction, optimum air flow.

- Smart case fan Il with the embedded VR function

- X-blower with the embedded VR function to change the fan speed.
- Easy to install and operate

> SPECIFICATION : > SPECIFICATION :

Dim FanDim Control Bearing

: Control
(mm) Weight Voltage Eee Fan Speed PIN (mm) Function Type Fan Speed Connector

Speed: 2000 £10% RPM

. . |~ + 9
Mag!c Sound Boaring: Sleeve g(l)ovsvgr.70 2100~4500 £10% RPM 4 Pin 25~41 dBA
Magic Relay x80x )
A2145| 101.6x25.4x92 | 1549 12v i Connector: 4Pin A1869 3in1 2Ball
Magic Pull LED: Red+Blue Axial flow: ;
Magic Off 80x80x25 1300~4800 £ 10%RPM | 3Pin 17-484BA

Noise: 21dBA

r

SEEE [&F

M) ) \CiEmy) S \SHEE) Soomebey) \Csmartran) \Gowerran) \Csozsran )
> FUNCTION : > FUNCTION :

80 x80x70mm

X Blower Fan speed control panel

~——
Smart case fan Il
80x80x25mm

Magic Sound

(80mmx2)

Blower fan
80xx80x70mm

A1869

80 x 80 x25mm

Magi lay 2
agic relay Two-way airinduction

All brand names and trademarks are the property of their registered owners.
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Smart Case Fan

Standard Series

> Application for all series case

> SPECIFICATION :

F n
P/N ?:,m)m FunctionBearing Type Fan Speed | Connector Noise
A1640 |soxs0x25 | o HPD Sleeve 2000 * 10% RPM 4 Pin 21dBA
Detector
-Temp 1300RPM at 20°C~| 17 dB at 1300 rpm
A1506 |80x80x25 | - HDD 2 Ball . 3 Pin
Detector 4800RPM at 55°C 48 dB at 4800 rpm

2900RPM at 25°C~
A1214 [80x80x25 | Temp. 2 Ball 3 Pin
5000RPM at 35°C

27 dB at 2900 rpm

39dB at 5000 rpm

1300RPM at 20°C~|
A1357 |80x80x25 | 3in1 2 Ball 3 Pin

4800RPM at 55°C
N
NC

80xB0mm
8025 Fan

17 dB at 1300 rpm
48 dB at 4800 rpm

> FUNCTION :

www.thermaltake.com Thermaltake@thermaltake.com

> Application for PC case.

> FEATURES :

- Different color options

- 3 LEDs fan

- Low speed fan at minimal noise level
- Intelligent wire management

- Best choice for clear case

> SPECIFICATION :

P/N Fan Dim(mm) Color Bearing Type Fan Speed(RPM) Connector Noise

A1908 80x80x25 Red Sleeve 2000 = 10% 4 Pin 21dBA
A1909 80x80x25 Green Sleeve 4 Pin 21dBA
A1910 80x80x25 Blue Sleeve 2000 = 10% 4 Pin 21dBA
A1907 80x80x25 RGB Sleeve 4 Pin 21dBA
A1971 80x80x25 Multi Sleeve 2000 = 10% 4 Pin 21dBA
A1654 80x80x25 Fireball Sleeve 4 Pin 21dBA
A1923 92x92x25 Red Sleeve 4 Pin 21dBA
A1924 92x92x25 Green Sleeve 4 Pin 21dBA
A1911 92x92x25 Blue Sleeve 4 Pin 21dBA
A1925 92x92x25 RGB Sleeve 4 Pin 21dBA
A1972 92x92x25 Multi Sleeve 4 Pin 21dBA

A1908(80mm) A1909(80mm) A1910(80mm)
A1923(92mm) A1924(92mm) A1911(92mm)

A1907(80mm) A1971(80mm)
A1925(92mm) A1972(92mm)

All brand names and trademarks are the property of their registered owners.




Standard DC Fan

> Application for PC case. > Application for PC case,Power,
Supply and Projector.

> FEATURES : > FEATURES :
- Different color options - 3 pin connector with Signal output
- 3 LEDs fan - 3 to 4 pin adapter plug to P/S
- Low speed fan at minimal noise level - Red wire (+), black (-) ,Yellow (FG output)

- Intelligent wire management

- UL,CE approved
- Best choice for clear case

> SPECIFICATION : > SPECIFICATION :

P/N | FanDim(mm) Col Bearing Type = Fan Speed(RPM) C t Noi q q q
(Gt | et L peed( ) [Gemeeer | ik PIN Fan Dim. Bearing Type Fan Speed Connector Noise

A1927 | 120x120x25 | Red Sleeve 2000 * 10% 4 Pin | 21dBA )
e Y ° ' A1007 | 60x60x25mm | 2BallBearing | 4550 +10%RPM | 3Pin | 28 dBA
A1928 | 120x120x25 | Green |  Sleeve 2000 * 10% 4Pin | 21dBA
A1098 | 80x80x25 mm 2BallBearing | 2900 * 10% RPM 3 Pin 30dBA
A1926 | 120x120x25 | Blue Sleeve 2000 * 10% 4Pin | 21d8A
A1099 | 90x90x25mm | 2BallBearing | 2850 + 10% RPM 3Pin 35dBA
A1929 | 120x120x25 | RGB Sleeve 2000 * 10% 4Pin |21dBA
A1973 | 120x120x25 | Multi Sleeve 2000 * 10% 4 Pin | 21dBA A1280 | 120x120x25 mm | - Ball Bearing | 2000 +10%RPM | ~ 3Pin | 34 dBA
@ K©§
| N4 %
LED Fan 6025 Fan 9025 Fan

> FUNCTION :

|

|
hermaliaie 9
™

A1929(120mm) A1973(120mm) A1280 A1099 A1098 A1097
(120mm) (90mm) (80mm) (60mm)

All brand names and trademarks are the property of their registered owners.
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Gamma Pad

> Application for mouse > Application for mouse
> FEATURES : > FEATURES :
- Application for ball and optical mouse. - With Thermaltake cool Series
- Push button switch located on the pad, - Full compatible supports optical mouse
- No batteries required, plugs into a USB port - Best matched with any stylish cases
- 7 LED colors
Material Weight
Material Weight
A2191| Black 255x220x3 PVC+Paper+Rubber 129¢g
A2256|Multi-color| 257 x 196mm|Acrylic Base and PVCmouse surface| 450 g A2192| Blue 255x220x3 PVC+Paper+Rubber 1299
A2193| Silver 255x220x3 PVC+Paper+Rubber 129¢
DMO035| Black 250x220x4 PVC+Paper+Rubber 789

X-Pad (pmo35)

Xaser V Damier Series

All brand names and trademarks are the property of their registered owners.
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Xround Cable
SATA UV Series

Xround Cable

SATA EL Series

> Application for SATA

Thermajtake

> FEATURES :

- Have hot-swapping designed .

- Coated with a flexible cover for wiring protection

- Minimal clutter inside the case and better air flow to efficiently cool.
- 150 M Byte/s maximum transfer rate

> SPECIFICATION :

P/N Application Length Color [s";s;:::t
A2095 Serial ATA 500 mm Red 1
A2096 Serial ATA 500 mm Blue 1
A2097 Serial ATA 500 mm Black 1
A2098 Serial ATA 500 mm Green 1
A2099 Serial ATA 500 mm Yellow 1
A2100 Serial ATA 500 mm Orange 1
A2101 Serial ATA 500 mm Clear 1

> FUNCTION :

\ Plastics cover

7 Pin Connector

www.thermaltake.com Thermaltake@thermaltake.com

> Application for SATA.

Thermajtake

COBLI Yoy, | fe

> FEATURES :

- Have hot-swapping designed .

- Coated with a flexible cover for wiring protection

- Minimal clutter inside the case and better air flow to efficiently cool.
- 150 M Byte/s maximum transfer rate

> SPECIFICATION :

P/N Application sl)uepv'?::t;t
A2118 Serial ATA 500 mm Red 1
A2119 Serial ATA 500 mm Blue 1
A2120 Serial ATA 500 mm Green 1
A2121 Serial ATA 500 mm Clear 1

> FUNCTION :

Plastics cover

7 Pin Connector

All brand names and trademarks are the property of their registered owners.




Xround Cable
Standard

Xround Cable

Standard

> Application for ATA133.

Thermajtake

OO Yoy, | e

> FEATURES :

- Compliant to all current standards(ATA66/100/133) and backward
Compatible with Ultra 33.

- Flexible PVC pipe for added shielding and wiring Protection.

- Minimal clutter inside the case and better air flow to efficiently cool.

- Pull tab at each connector for easy installation

- 150 M Bytes maximum transfer rate

> SPECIFICATION :

P/N Application Length Color Support

Device
A1358 ATA133 450 mm Translucence 2
A2047 ATA133 480 mm Red 2
A2048 ATA133 480 mm Blue 2
A2049 ATA133 480 mm Black 2
A2050 ATA133 480 mm Purple 2
A2051 ATA133 480 mm Apple Green 2
A1427 ATA133 600 mm Translucence 2
A2052 ATA133 600 mm Red 2
A2053 ATA133 600 mm Blue 2
A2054 ATA133 600 mm Black 2
A2055 ATA133 600 mm Purple 2
A2056 ATA133 600 mm Apple Green 2

> FUNCTION :

Pull Tab

Flexible PVC Pipe

www.thermaltake.com Thermaltake@thermaltake.com

> Application for Floppy.-

Thermajtake

COBL Yoy, | ie

> FEATURES :

- Flexible PVC pipe for added shielding and wiring protection

- Minimal clutter inside the case and better air flow to efficiently
Cool.

- Pull tab at each connector for easy installation

- Allows for easy cable management

> SPECIFICATION :

P/N Application Length Color

A1359 Floppy 450 mm Translucence 1
A2057 Floppy 450 mm Red 1
A2058 Floppy 450 mm Blue 1
A2059 Floppy 450 mm Black 1
A2060 Floppy 450 mm Purple 1
A2061 Floppy 450 mm Apple Green 1
A2062 Floppy 600 mm Red 1
A2063 Floppy 600 mm Blue 1
A2064 Floppy 600 mm Black 1
A2065 Floppy 600 mm Purple 1
A2066 Floppy 600 mm Apple Green 1

> FUNCTION :

High Quality Tt Logo

Pull Tab

Flexible PVC Pipe

All brand names and trademarks are the property of their registered owners.




Xround Cable
UV Series

Xround Cable

UV Series

> Application for ATA133

Thermajtake

CO0QI Yoy, e

> FEATURES :

- Compliant to all current standards(ATA66/100/133) and backward
Compatible with Ultra 33.

- PVC pipe for added shielding and wiring protection.

- Copper shielding cables, minimize EMI.

- Minimal clutter inside the case and better air flow to efficiently cool.

- Pull tab at each connector for easy installation

- 150 M Byte/s maximum transfer rate

> SPECIFICATION :

P/N Application Length Color s;epv'?g:
A2067 ATA 133 480 mm Red 2
A2068 ATA 133 480 mm Blue 2
A2069 ATA 133 480 mm Black 2
A2070 ATA 133 480 mm Green 2
A2071 ATA 133 480 mm Yellow 2
A2072 ATA 133 480 mm Orange 2
A2073 ATA 133 480 mm Clear 2
A2074 ATA 133 600 mm Red 2
A2075 ATA 133 600 mm Blue 2
A2076 ATA 133 600 mm Black 2
A2077 ATA 133 600 mm Green 2
A2078 ATA 133 600 mm Yellow 2
A2079 ATA 133 600 mm Orange 2
A2080 ATA 133 600 mm Clear 2

Tinned-copper mesh
shielding to minimize EMI

> FUNCTION :

High Quality Tt Logo

www.thermaltake.com Thermaltake@thermaltake.com

> Application for Floppy.-

Thermajtake

COBL Yoy, | ie

> FEATURES :

- Flexible PVC pipe for added shielding and wiring protection
- Copper shielding cables ensure faster , more reliable data
transfer rate and minimize EMI.
- Minimal clutter inside the case and better air flow to efficiently Cool.
- Pull tab at each connector for easy installation
- Allows for easy cable management

> SPECIFICATION :

P/N Application Length Color Support
Device
A2081 Floppy 450 mm Red 1
A2082 Floppy 450 mm Blue 1
A2083 Floppy 450 mm Black 1
A2084 Floppy 450 mm Green 1
A2085 Floppy 450 mm Yellow 1
A2086 Floppy 450 mm Orange 1
A2087 Floppy 450 mm Clear 1
A2088 Floppy 600 mm Red 1
A2089 Floppy 600 mm Blue 1
A2090 Floppy 600 mm Black 1
A2091 Floppy 600 mm Green 1
A2092 Floppy 600 mm Yellow 1
A2093 Floppy 600 mm Orange 1
A2094 Floppy 600 mm Clear 1

Tinned-copper mesh
shielding to minimize EMI

Pull Tab

High Quality Tt Logo

All brand names and trademarks are the property of their registered owners.




Xround Cable Xround Cable

EL Series EL Series

> Application for ATA133 Thermaltake > Application for Floppy.- Thermaisake

OO Yo, | e COBL Yoy, | ie

> FEATURES : > FEATURES :
- Compliant to all current standards(ATA66/100/133) and - Flexible PVC pipe for added shielding and wiring protection
backward compatible with Ultra 33. - Copper shielding cables ensure faster , more reliable data
- Flexible PVC pipe for added shielding and wiring protection transfer rate and minimize EMI.
- Copper shielding cables minimize EMI. - Minimal clutter inside the case and better air flow to efficiently Cool.
- Pull tab at each connector for easy installation - Pull tab at each connector for easy installation
- Allows for easy cable management - Allows for easy cable management

- 150 M Byte/s maximum transfer rate

> SPECIFICATION : > SPECIFICATION :
P/N Application Length Color ggeﬁ:‘:ﬂ P/N Application| Length Color SDueR/‘?Z;t
A2102 ATA 133 480 mm Red 2 A2110 Floppy 450 mm Red 1
A2103 ATA 133 480 mm Blue 2 A2111 Floppy 450 mm Blue 1
A2104 ATA 133 480 mm Green 2 A2112 Floppy 450 mm Green 1
A2105 ATA 133 480 mm Clear 2 A2113 Floppy 450 mm Clear 1
A2106 ATA 133 600 mm Red 2 A2114 Floppy 600 mm Red 1
A2107 ATA 133 600 mm Blue 2 A2115 Floppy 600 mm Blue 1
A2108 ATA 133 600 mm Green 2 A2116 Floppy 600 mm Green 1
A2109 ATA 133 600 mm Clear 2 A2117 Floppy 600 mm Clear 1
(_Mesh_) /
Tinned-copper mesh Tinned-copper mesh
shielding to minimize EMI shielding to minimize EMI
> FUNCTION : ( > FUNCTION : \’
1
EL Wire

Pull Tab
. Uy
&\\9 ."'(.ﬁ} : :
T < o
y |
& g 21
High Quality Tt Logo High Quality Tt Logo

All brand names and trademarks are the property of their registered owners.
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Xround Cable
Luminous Series

> Application for ATA133 ——
and Floppy-

> FEATURES :

- Compliant to all current standards(ATA66/100/133) and backward

Compatible with Ultra 33.
- Flexible PVC pipe for added shielding and wiring protection
- Copper shielding minimize EMI.
- Minimal clutter inside the case and better air flow to efficiently cool.
- Pull tab at each connector for easy installation
- 150 M Byte/s maximum transfer rate

> SPECIFICATION :

O Yoy, | e

. q Support
Length
P/N Application engt Color Device
A2122 ATA 133 480 mm Green 2
A2123 ATA 133 600 mm Green 2
A2124 Floppy 450 mm Green 1
A2125 Floppy 600 mm Green 1
rLumInous* Luminous
o |EE
« (CA
FLOPPY Mesh

> FUNCTION :

s

ATA 133

Floppy

www.thermaltake.com

Tinned-copper mesh
shielding to minimize EMI

High Quality Tt Logo

Thermaltake@thermaltake.com

Xround Cable

Ycable Series

> Application for Power extender.

> FEATURES :

- "Y" shaped power cable

- Split one male 4-pin connectors into two.

- This cable will extend the length of an internal power cable .
- Quick disconnect for easy hookup.

- 300mm length for full tower cases.

- Bright LED connector and beautiful UV mesh

- Intelligent cable management.

> SPECIFICATION :

PIN Length Weight Light Mesh Connector
(mm)
-2 x4 pin PSU connector female
A2167 300 4009 UVLED| Yellow UV -1x4FF)’in PSU connector male
{ 1
[ ! ] :\ : /,/ [
UV Mesh Y cable \Led Connector)) \Dshape connector))

> FUNCTION :

D Shape Connector

A2167

UV sensitive,
Intelligent cable sleeve

Power up

All brand names and trademarks are the property of their registered owners.




PerfectLight PerfectLight

Sound-Activeation Non-Sound-Activeation

> Application for PC case > Application for PC case

Thermajtake

=

DO Yo e

> FEATURES : > FEATURES :
- Voice control E-LED & normal type adjustment - High reliable lamp tube and device controller
- High reliable lamp tube and device controller - Easy to use and install
- Easy to use and install - Lighted by its sensitivity of sound level

- Lighted by its sensitivity of sound level

> SPECIFICATION : > SPECIFICATION :
P/N Color Dim Voltage Current | Power
(mm) Voltage Current Power
D001 Red 250 mm 470v 5mA 2.35W A1716| Blue 300 mm 580+40V | 5.00:1.00mA | 2.940.3W
D0012 Blue 250 mm 470V 5mA 2.35W A1717 Red 300 mm 580+40V 5.00 +1.00mA 2.9+0.3W
D0013 Green 250 mm 470V 5mA 235 W A1718| Green 300 mm 580+40V | 5.00£1.00mA | 2.9+0.3W
A1719| VYellow 300 mm 58040V | 5.00£1.00mA | 2.9+0.3W
D0014 RGB 250 mm 470V 5mA 2.35W
A1720| Purple 300 mm 58040V | 5.00£1.00mA | 2.9+0.3W
A1721 uv 300 mm 580£40V 5.00£1.00mA | 2.9+0.3W
A1722 | Red,Blue 300 mm 58040V | 5.00£1.00mA | 2.9+0.3W
A1723 RGB 300 mm 580+40V 5.00£1.00mA | 2.9+0.3W
> FUNCTION : > FUNCTION :
D0011 D0013 A1716 A1717 A1718

A1719 A1720 A1721(UV)

D0012 Doo14

A1722 A1723

All brand names and trademarks are the property of their registered owners.
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PerfectLight

Fireball & Skull

> Application for PC case, Fan ,PSU.

> FEATURES :

- Flashing with Fireball or skull E-LED

- Demonstrate your unique sense of style

- Easy to install and exchange

- Reliable inverter with switch on(flash)/off/on(fully Bright)

> SPECIFICATION :

P/N Support Color Dim Brightness Life Time

A1854 | Xaser Il case front panel | Fire-ball 180x39 | 35+ 10cd/m® | 2,000 Hours

A1855 |5.25" Drive Bay Fire-ball | 130x39 | 35+ 10cd/m* | 2,000 Hours

A1856 |PSU side panel Fire-ball 155x 74 35+ 10cd/m? | 2,000 Hours

A1857 | Xaser Ill case side panel Fire-ball | 341x 391 | 35+ 10cd/m’ | 2,000 Hours

A1858 |Fan Grille Fire-ball 86x 86 70 cd/m* 2,000 Hours
A1984 | Xaser lll case front panel Skull 180x39 | 35+ 10cd/m® | 2,000 Hours
A1985|5.25" Drive Bay Skull 130x 39 35+ 10cd/m? | 2,000 Hours
A1986 |PSU side panel Skull 155x 74 | 35+ 10cd/m* | 2,000 Hours
A1987 | Xaser Ill case side panel Skull 341x 391 | 35+ 10cd/m* | 2,000 Hours
A1988 |Fan Grille Skull 86x 86 35+ 10cd/m* | 2,000 Hours

> FUNCTION :

%

Wl o@D

A1985 A1987 A1984

www.thermaltake.com Thermaltake@thermaltake.com

Application for Any PC or Mac/Notebook
Computers with USB Port!

Thermajtake

coocal y,

FEATURES :

- Ideal for anyone using a PC in low-light environment.

- Flexible Neck, place the light in a comfortable position

- Provide illumination for work or play without disturbing anyone
- Simple To Use,Just plug and play

- Adjustable light with On/Off switch

- Easy To Carry.

SPECIFICATION :

Color Dim Weight Voltage

A2035 USB SingleLight | White | 455mm| 1199 5V
A2132| USB SingleLight | Blue | 455mm| 1199 5V

> FUNCTION :

White Light

Blue Light

ON/OFF Switch

o

Single Light

Flexible Tube

All brand names and trademarks are the property of their registered owners.
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> Application for Any PC or Mac/Notebook

Computers with USB Port!

Thermajtake

" Youg ire

> FEATURES :

- Ideal for anyone using a PC in low-light environment

- Flexible Neck , place the light in a comfortable position.

- Provide illumination for work or play without disturbing anyone
- Simple To Use. Just plug and play

- Adjustable light with On/Off switch

- Easy To Carry.

> SPECIFICATION :

P/N Type Color Dim Weight | Voltage
A2126| USB Dual Light White 470 mm 1409 5V
A2127| USB Dual Light Blue 470 mm 140 g 5V

p
)

> FUNCTION :

White Light
Blue Light
A ‘ON/OFF Switch

Dual Light

Y

9

Flexible Tube

www.thermaltake.com Thermaltake@thermaltake.com

> Application for Any PC or

Mac/Notebook Computers with USB Port!

Thermajtake

COBLM Yoy, | i

> FEATURES :

- Ideal for anyone using a PC in low-light environment.
- Universal clip.Lets you position it any way you like

- Easy to Carry.

- Provide illumination for work or play .

- Simple To Use.Just plug and play

- Adjustable light with On/Off switch

> SPECIFICATION :

PIN Type Color (Dm'rT) Weight | Voltage
A2128| USB Light with Clip White 300-700 112g 5V
A2129| USB Light with Clip Blue 300-700 112g 5V

Flexibility

> FUNCTION :

- White Light

Blue Light

C

Carrying box

. = )

Light with Cilp

All brand names and trademarks are the property of their registered owners.




> Application for Any PC or Mac/Notebook

Computers with USB Port!

> FEATURES :

- Keep you cool, wherever you are

- Ideal for anyone using a PC in low-light environment.
- Soft fan blades and Flexible Neck.

- High-quality motor.

- Simple To Use,Just plug and play

- Adjustable light with On/Off switch

> SPECIFICATION :

Thermajftake

P/N Type Color Dim Weight| Voltage
A2036| USB Fan with Light| White 455mm | 145¢ 5V
A2131| USB Fan with Light| Blue 455 mm 1459 5V

> FUNCTION :

Fan with Light

www.thermaltake.com Thermaltake@thermaltake.com

Flexibility

White Light

Blue Light

%

ON/OFF Switch

v

Soft fan blades
(2500 RPM)

> Application for Any PC or Mac/Notebook

Computers with USB Port!

Thermajtake

> FEATURES :

- Convenient 2-port USB hub..

- Keep you cool, wherever you are

- Ideal for anyone using a PC in low-light environment.
- Soft fan blades and Flexible Neck,

- Just plug and play and Easy To Carry.

- With On/Off switch

> SPECIFICATION :

P/N Type Color (E]':) Weight | Voltage
A2044| USB Light & Fan White 300~700 | 245g | 5v
A2130| USB Light& Fan Blue 300~700 | 245g 5V

> FUNCTION :

White Light

4 Blue Light
74

Soft fan blades

—
2 portUSB HUB

Fan and Light with HUB

All brand names and trademarks are the property of their registered owners.




Tsunami
Xaser Bag Keyboard Mouse

> Application for PC case

Thermajgake

Tsunami Keyboard Mouse
Office Keyboard & Mouse
> FEATURES :

- Adjustable to fit most sized cases
- All in XaserBag: keyboard & mouse

- Easy of use > FEATURES :

- Very sharp looking [ ” “
- Slim body with graceful curve @

\_intornet__) \ Multimedia_) \_Optical

P/N:A2263

- Multimedia Function Hot Keys
- SCiSSOr-Type key structure Slim body with gracefulcurve

Thickness : 11.6 ~18.7 mm

> SPECIFICATION :

Multimedia & Internet function keys

P/N |Recommended size of chassis Max loading Weight \ B
(] <\ | SEmm— _1
520 x 205 x 570mm N mman: e m ——
A1700 520 x 205 x 480mm 66 Ibs (30 kg)t4lbs 1.1Kg — g—
A1877 a0 K 1o X aeomm 66 Ibs (30 kg)t4Ibs 1.0Kg S22 % 2.3.9. £ & 9
® @ 2 @ c 0 © O
Refrosh My favoris Email  Search PlaylPause Previous  Next  Stop

System keys-
E-mail & Internet keys Multimedia keys Wake,_sleep, power

> FUNCTION :

N
uUsB
& =¥ connegtor
—

A1877 \ﬂ@
@ =

Comfortable to hold

Ergonomic design

Strsamiing Shase Optical techn

surface excej

1se for any 3 button Tear-Drop design &
s surface Fast wheel scrolling

A1700

All brand names and trademarks are the property of their registered owners.
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Tsunami

Keyboard Mouse

Office Series

> SPECIFICATION :

Mouse
PIN A2263
Dimension 100x63x24mm Diamension 412*175*20 mm
Weight 80g Weight 596 +/- 209
. Windows . Windows
PCCompatible | ypqypeie | PCCOMPaAtle 1 opog e
Interface USB 1.1 Interface USB1.1/PS2
104 /1105K
Optical No. of standard keys (by lan u:yes)
Module type ylanguag
(800 dpi)
No. of hot-keys 18 keys for hot key
Cablelength 150 cm Cable Length 150 cm
; Electrical Working Voltage:
buttons (wheel Soeciioaion 50 0.25Vde
Keys button on middle P Current Consumption:
38 mAmax
button) Power Consumption :
0.5 Watts max
FCCclassB,CE ,
Safety Approval FCCclass B, CE, BSMI
Safety Approval | S|

www.thermaltake.com Thermaltake@thermaltake.com

Thermaltake Xaserlll

Office Keyboard & Mouse

P/N:A1806

[Matimiecia

> FEATURES :

Keyboard

- New conceptblends with Thermaltake

Xaserlll cases.

-100% compatible with Windows XP & Office

XP.

- Built-in specialhotkeys design: Internet,
Multimedia and Office application functions.
- Direct access key to Eurosign on Num

key.
Mouse

- New ergonomic design, comfortable hand

touch.
- 3D modern optical mouse.

- Automatically save power sleeping

installation.

- No need of dust, accurate definition and

Sensitive operation.
- 400 dpi frames/sec

Slim Windows office
keyboard

Extra 14 embedded
office keys

Scroll: Provides the
some functions asa
scrolling mouse

Multimedia key block:
7 keys: play/pause,
stop, Volume+,
Volume-, mute, pre-
track, next-track

‘\
>

3 button design &
Fast wheel scrolling

Optical Mouse:
No need ofdust,
accurate definition
and sensitive
operation

2 7, \
L%s'r'c'l!lta
e )

All brand names and trademarks are the property of their registered owners.




Office Series

Office Series

Thermaltake Xaserlll
Office Keyboard & Mouse

P/N:A1807

> FEATURES :

Keyboard

- New conceptblends with Thermaltake
Xaserlll cases.

-100% compatible with Windows XP & Office
XP.

- Built-in specialhotkeys design: Internet,
Multimedia and Office application functions.

- Direct access key to Eurosign on Num
key.

Mouse

- New ergonomic design, comfortable hand
Touch.

- 3D modern optical mouse.

- Automatically save power sleeping
installation.

- No need of dust, accurate definition and
Sensitive operation.

- 400 dpi frames/sec

Slim Windows office 3 button design &
keyboard Fast wheel scrolling

Optical Mouse:
No need ofdust,
accurate definition
and sensitive
operation

Extra 14 embedded
office keys

Scroll: Provides the
some functions asa
scrolling mouse

Multimedia key block:
7 keys: play/pause,
stop, Volume+,
Volume-, mute, pre-
track, next-track

www.thermaltake.com Thermaltake@thermaltake.com

P/N:A1836

> FEATURES :

Keyboard

Thermaltake Xaserlll
Office Keyboard & Mouse

- New conceptblends with Thermaltake

Xaserlll cases.

-100% compatible with Windows XP & Office

XP.

- Built-in specialhotkeys design: Internet,
Multimedia and Office application functions.
- Direct access key to Eurosign on Num

key.
Mouse

- New ergonomic design, comfortable hand

touch.

- 3D modern optical mouse.
- Automatically save power sleeping

installation.

- No need of dust, accurate definition and

Sensitive operation.
- 400 dpi frames/sec

Slim Windows office
keyboard

Extra 14 embedded
office keys

Scroll: Provides the
some functions asa
scrolling mouse

Multimedia key block:

7 keys: play/pause,
stop, Volume+,
Volume-, mute, pre-
track, next-track

3 button design &
Fast wheel scrolling

Optical Mouse:
No need ofdust,
accurate definition
and sensitive
operation

All brand names and trademarks are the property of their registered owners.




Office Series

Wireless Series

> SPECIFICATION

Keyboard:
P/IN A1836 A1806 A1807
Color Black Silver Blue
Dimension 4955 * 193 * 38.5mm
Weight 819gm
Operating force 60 +/- 25 gm
Total travel 3.5+/- 0.5mm
Cable length 1.5 meters
Key switch type Rubber
Interface PS/2

Power consumption

5.0 +/- 5vdc, 50mA max

Keystroke life

10 million cycles

Language

worldwide support

Safety approva

FCC class B, CE, BSMI

Mouse:
Dimension 130 * 66 * 41 mm
Interface USB only
Keys 3 button design
Module type Optical (400dpi)
Cable length 1.5m
Key Ife Over 1 million times

Safety approval

FCC class B, CE, BSMI

P/N : A1836
Black

P/N : A1806
Silver Blue

www.thermaltake.com Thermaltake@thermaltake.com

P/N : A1807

Thermaltake Xaser RF
Wireless Office Keyboard & Mouse

P/N:A2209

[ ] — —
&) 12
et ) Gttmeda ) \Frogrammanie

M [ [ )
5 a7

\Wireless ) Optical Hot keys

> FEATURES :

Keyboard
- Wireless gamingconcept. Future of Gaming.
- 27 MHzRF Transmission Technology.
- 256 SecurityID Codes.
- Omni-directional operation (apprx. 1.5m range).
- One touchbuttons to access MS Office,
Internet, Multimedia and applications.
- 47 HotKeys included 12Programmable Hot Keys.
- Compatible withWindows 98/Me/2000/XP

Mouse

- 27 MHzRF TransmissionTechnology.

- 256 SecurityID Codes.

- Omni-directional operation(apprx. 1.5m range).
- Ultra-sensitive opticaltechnology mouse.

- Ergonomic design & perfect handling.

-400 dpiframes/sec

Ergonomic design RF Receiver

Ultra-sensitive

optical mouse Receiver

function indicator

Comfortable to hold

Streamlined sharp

All brand names and trademarks are the property of their registered owners.




Wireless Series

Wireless Series

> SPECIFICATION :

P/N A2209
Color Black
Key Layout 103/104 with 47 hot keys + office lock key

0OS Compatibility

Windows 98/2000/Me/XP

Receiver Cable Length

1.5m

Weight

1500 g

Key switches

Membrane switch with tactile feedback

Keycaps type

Low profile

Connector

27 MHz Radio Frequency /1.5 m for keyboard, 1m formouse

Power consumption

Keyboard: WORKING <7 mA , SUSPEND <60uA
Mouse: WORKING <40 mA , SUSPEND <350uA

Receiver: <16 mA , working mode at 5Vdc

Power Supply

2* AA Alkaline battery for keyboard
2* AA Alkaline battery for mouse

Operating Temperature

-10~60 ( oc )

Storage Temperature

20 ~60(oc )

Operating Humidity

10%t0 90 % RH (RH)

Switch Life

10 million cycles

Dimension: Lx W xH

Keyboard: 481x225x38(mm)

Mouse: 123 x66 x 38 (mm)
Receiver: 96 x 77 x42 (mm)
Operating Force 65 15(gm)

Total Travel

35 0.5(mm)

Agency Approval

FCC, CE, WHQL, CSA

Thermaltake Xaser RF
Wireless Office Keyboard & Mouse

P/N:A2210

[ ] — —
&) 12
et ) Gttmeda ) \Frogrammanie

@ [ [ )
3 47

\_Wireless ) Optical Hot keys

> FEATURES :

Keyboard
- Wireless gamingconcept. Future of Gaming.
- 27 MHzRF Transmission Technology.
- 256 SecurityID Codes.
- Omni-directional operation (apprx. 1.5m range).
- One touchbuttons to access MS Office,
Internet, Multimedia and applications.
- 47 HotKeys included 12Programmable Hot Keys.
- Compatible withWindows 98/Me/2000/XP

Mouse

- 27 MHzRF TransmissionTechnology.

- 256 SecurityID Codes.

- Omni-directional operation(apprx. 1.5m range).
- Ultra-sensitive opticaltechnology mouse.

- Ergonomic design & perfect handling.

-400 dpiframes/sec

Ergonomic design RF Receiver

SR

"MS Office Multimedia Internet
function key

function key function key Xaser series logo
Ultra-sensitive

optical mouse Receiver

function indicator

MS series
Quick key

MS system
control key

Ergonomic design

Comfortable to hold

—

Streamlined sharp

Scroll Wheel +front & backkey

All brand names and trademarks are the property of their registered owners.
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Wireless Series

Wireless Series

> SPECIFICATION :

P/N A2210
Color Silver
Key Layout 103/104 with 47 hot keys + office lock key

0OS Compatibility

Windows 98/2000/Me/XP

Receiver Cable Length

1.5m

Weight

1500 g

Key switches

Membrane switch with tactile feedback

Keycaps type

Low profile

Connector

27 MHz Radio Frequency /1.5 m for keyboard, 1m formouse

Power consumption

Keyboard: WORKING <7 mA , SUSPEND <60uA
Mouse: WORKING <40 mA , SUSPEND <350uA
Receiver: <16 mA , working mode at 5Vdc

Power Supply

2* AA Alkaline battery for keyboard
2* AA Alkaline battery for mouse

Operating Temperature

-10~60 ( oc )

Storage Temperature

20 ~60(oc )

Operating Humidity

10%t0 90 % RH (RH)

Switch Life 10 million cycles

Dimension: Lx WxH Keyboard: 481x225x38(mm)
Mouse: 123 x66 x 38 (mm)
Receiver: 96 x 77 x42 (mm)

Operating Force 65 15(gm)

Total Travel

35 0.5(mm)

Agency Approval

FCC, CE, WHQL, CSA

MS Office
function key

MS series
Quick key

Scroll Wheel +front & backkey

Internet
function key

Multimedia

function key Xaser series logo

<
S
oo

MS system
control key

Ergonomic design

www.thermaltake.com Thermaltake@thermaltake.com

Thermaltake Xaser RF
Wireless Office Keyboard & Mouse

P/N:A2211

®

=m

N

ntemet ) Chtatiimeda ) \Frogrammabe
- w
DI
<D || 47
o
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> FEATURES :

Keyboard
- Wireless gamingconcept. Future of Gaming.
- 27 MHzRF Transmission Technology.
- 256 SecurityID Codes.
- Omni-directional operation (apprx. 1.5m range).
- One touchbuttons to access MS Office,
Internet, Multimedia and applications.
- 47 HotKeys included 12Programmable Hot Keys.
- Compatible withWindows 98/Me/2000/XP

Mouse

- 27 MHzRF TransmissionTechnology.

- 256 SecurityID Codes.

- Omni-directional operation(apprx. 1.5m range).
- Ultra-sensitive opticaltechnology mouse.

- Ergonomic design & perfect handling.

-400 dpiframes/sec

Ergonomic design RF Receiver

Ultra-sensitive

optical mouse Receiver

function indicator

Comfortable to hold

Streamlined sharp

All brand names and trademarks are the property of their registered owners.




Wireless Series

Wireless Series

> SPECIFICATION :

P/N A2211
Color Blue
Key Layout 103/104 with 47 hot keys + office lock key

0OS Compatibility

Windows 98/2000/Me/XP

Receiver Cable Length

1.5m

Weight

1500 g

Key switches

Membrane switch with tactile feedback

Keycaps type

Low profile

Connector

27 MHz Radio Frequency /1.5 m for keyboard, 1m formouse

Power consumption

Keyboard: WORKING <7 mA , SUSPEND <60uA
Mouse: WORKING <40 mA , SUSPEND <350uA

Receiver: <16 mA , working mode at 5Vdc

Power Supply

2* AA Alkaline battery for keyboard
2* AA Alkaline battery for mouse

Operating Temperature

-10~60 ( oc )

Storage Temperature

20 ~60(oc )

Operating Humidity

10%t0 90 % RH (RH)

Switch Life 10 million cycles

Dimension: Lx WxH Keyboard: 481 x225x38(mm)
Mouse: 123x66 x38 (mm)
Receiver: 96 x 77 x42 (mm)

Operating Force 65 15(gm)

Total Travel

35 0.5(mm)

Agency Approval

FCC, CE, WHQL, CSA

MS Office
function key

MS series
Quick key

function key

Scroll Wheel +front & backkey

Internet
function key

Multimedia .
Xaser series logo

MS system
control key

Ergonomic design

www.thermaltake.com Thermaltake@thermaltake.com

Thermaltake Xaser RF
Wireless Office Keyboard & Mouse

P/N:A2212

[ = ]r \ 2
oot ) Gtutiimedia ) \Frogrammabis

M [ [ )
3 47

\Wireless ) Optical Hot keys

> FEATURES :

Keyboard
- Wireless gamingconcept. Future of Gaming.
- 27 MHzRF Transmission Technology.
- 256 SecurityID Codes.
- Omni-directional operation (apprx. 1.5m range).
- One touchbuttons to access MS Office,
Internet, Multimedia and applications.
- 47 HotKeys included 12Programmable Hot Keys.
- Compatible withWindows 98/Me/2000/XP

Mouse

- 27 MHzRF TransmissionTechnology.

- 256 SecurityID Codes.

- Omni-directional operation(apprx. 1.5m range).
- Ultra-sensitive opticaltechnology mouse.

- Ergonomic design & perfect handling.

-400 dpiframes/sec

Ergonomic design RF Receiver

Ultra-sensitive

optical mouse Receiver

function indicator

Comfortable to hold

Streamlined sharp

All brand names and trademarks are the property of their registered owners.




Wireless Series

Bluetooth

> SPECIFICATION :

P/N A2212
Color Red
Key Layout 103/104 with 47 hot keys + office lock key

0OS Compatibility

Windows 98/2000/Me/XP

Receiver Cable Length

1.5m

Weight

1500 g

Key switches

Membrane switch with tactile feedback

Keycaps type

Low profile

Connector

27 MHz Radio Frequency /1.5 m for keyboard, 1m formouse

Power consumption

Keyboard:

WORKING <7 mA , SUSPEND <60uA
Mouse: WORKING <40 mA , SUSPEND <350uA

Receiver: <16 mA , working mode at 5Vdc

Power Supply

2* AA Alkaline battery for keyboard
2* AA Alkaline battery for mouse

Operating Temperature

-10~60 ( oc )

Storage Temperature

20 ~60(oc )

Operating Humidity

10%t0 90 % RH (RH)

Switch Life 10 million cycles

Dimension: Lx WxH Keyboard: 481 x225x38(mm)
Mouse: 123x66 x38 (mm)
Receiver: 96 x 77 x42 (mm)

Operating Force 65 15(gm)

Total Travel

35 0.5(mm)

Agency Approval

FCC, CE, WHQL, CSA

MS Office
function key

MS series
Quick key

function key

Multimedia Internet

Scroll Wheel +front & backkey

function key

Xaser series logo

MS system
control key

Ergonomic design

www.thermaltake.com Thermaltake@thermaltake.com

Xwin J Bluetooth Mouse

P/N: A2147

((Z%”D)

> FEATURES :

- Bluetooth Technology

- Cordless

- Brightly appearance

- Optical Mouse

- Artificial ergonomics

- Bluetooth Class Il :710meters free space

Mouse & Keyboard compliant.

- Dial-up Networking

- Network Access

- File Transfer

- Information Synchronization

- Serial Port

- Bluetooth headset, keyboard, printer,
Access Point(AP) supported

<‘ -HID (Human Interface Device): Bluetooth

Thermaltake logo &

brightly appearance Foot Stands

Reset button

Fast wheel scrolling

Power Switch

Optical Mouse:

No need ofdust,
accurate definition and
sensitive operation

3 button design

All brand names and trademarks are the property of their regi




Bluetooth

Bluetooth

Xwin J Bluetooth Mouse

P/N: A2148

> FEATURES :

- Bluetooth Technology

- Cordless

- Brightly appearance

- Optical Mouse

- Artificial ergonomics

- Bluetooth Class Il :1T0meters free space

Mouse & Keyboard compliant.

- Dial-up Networking

- Network Access

- File Transfer

- Information Synchronization

- Serial Port

- Bluetooth headset, keyboard, printer,
Access Point(AP) supported

<. -HID (Human Interface Device): Bluetooth

Thermaltake logo &
brightly appearance

Foot Stands
Reset button

Power Switch

Optical Mouse:

No need ofdust,
accurate definition and
sensitive operation

3 button design

www.thermaltake.com Thermaltake@thermaltake.com

Xwin J Bluetooth Mouse

P/N: A2149

> FEATURES :

- Bluetooth Technology

- Cordless

- Brightly appearance

- Optical Mouse

- Artificial ergonomics

- Bluetooth Class Il :1T0meters free space

S -HID (Human Interface Device): Bluetooth

& Mouse & Keyboard compliant.

- Dial-up Networking

- Network Access

- File Transfer

- Information Synchronization

- Serial Port

- Bluetooth headset, keyboard, printer,
Access Point(AP) supported

Thermaltake logo &
brightly appearance

Reset button Foot Stands

Fast wheel scrolling

Power Switch

Optical Mouse:

No need ofdust,
accurate definition and
sensitive operation

3 button design

All brand names and trademarks are the property of their registered owners.




Bluetooth

> SPECIFICATION :

Bluetooth Mouse:

P/N

A2147 A2148 A2149

Color

Black Silver Blue

General Radio

® BluetoothClass Il :10meters free space
e Carrier Frequency: 2.402~2.480GHz
e Data Rate: Upto 723 Kbps

Spread Spectrum

FHSS (Frequency Hopping Spread Spectrum)

Antenna

Internal antenna

Power

DV 3V (2xAAANi -Mh battery)

System Support

Win XP /Win2000
Win ME /Win 98SE

Dimensions

85.2 x50x 32.6 mm

Weight

6449

LED indicator

Paring LED

Advantage function

Supports Bluetooth HID profile 800dpiOptical
Technology

Bluetooth USB Adapter:

General Radio

Carrier Frequency: 2.4~2.483GHz
Data Rate: 1Mbps

Radio Performance
- Receiver

Rx sensitivity -80dBm

Radio Performance
- Transmitter

Class lI-10meters ( inopen space)

Environmental

Operating Temperature0 C~+65 C
Storage Temperature -30 C~+80 C

System Support

Win XP /Win2000
Win ME /Win 98SE

fnm =

0O AT

P/N : A2147
Black

Mmlﬁ.ﬂ‘
3 e 0.
g E
=
P/N : A2148 P/N : A2149
Silver Blue

www.thermaltake.com Thermaltake@thermaltake.com

All brand names and trademarks are the property of their registered owners.
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