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Kandalf design by Thermaltake
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Beyond Imagination
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Kandalf- Beyond Imagination

To see is to believe. A design so powerful, it will redefine the way you view a computer chassis. Believe it, with Thermaltake Kandalf. This chassis is
all-aluminum built, packed with all the exceptional features and breakthrough design. From the outside view of the chassis, only one can appreciate the
innovative design of the two-piece swinging all aluminum front panel and ventilation holes on top of the chassis. Upon opening the front aluminum doors,
a discovery is made by finding eleven drive bays. The journey continues by exploring the interior of Kandalf, this chassis is equipped with four silent fans
and is capable of supporting motherboards from Micro ATX up to Extend ATX and BTX. The creation that this extraordinary chassis is beyond imagination.






Optimized Thermal Management

o Air Cooling System

-Rear (Exhaust):
90 x 90 x 25mm,
1800rpm, 19dBA

-Rear HDD cooling

Top (Exhaust):
90 x 90 x 25mm,
1800rpm, 19dBA

™™
L%
Front (intake) :

120 x 120 x25 mm,

Rear (Exhaust): 1300rpm, 17dBA

120 x 120 x 25mm
blue LED fan,
1300rpm, 17dBA

9 Water Cooling System

-Retaining holes for water cooling kits
-Best choice of water cooling case
-Optimize internal space for installing water cooling system

. Retainingholes  Retaining holes for  Back up receiver |dea!internal space
for waterpump water tubes installation or other water

cooling system

€) Fanless System

-Optimize internal space and its airflow

-Minimize its noise level

-Ventilation opening on top (62% opening ratio)

-Totally Fanless thermal system validated

(Fanless CPU/VGA cooler, fanless PSU, fanless chassis
are supported and tested by Thermaltake.)

CPU Cooler VGA Cooler



BTX upgraded
kit(option)

BTX upgraded kit
(option)
P/N : A9358

BTX rear plate BTX SRM

BTX upgraded kit Package
(Rear Plate and SRM only)

Drive Bays 1

FrontAccessible | Upto10x5.25",2x3.5"

Internal 6x3.5"

Dimension (H*W*D) 530 x 220 x 595 mm
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BTX upgraded|
kit(option) Motherboard

Audio &
Speaker

Accesson
box "

compativie W Ajuminum
wothorboard AR iiquid cooling ase

Model Kandalf --- VA90O0O0OSWA

Case Type Super Tower

Side Panel Transparent side panel

Net Weight 10.1 Kg

Dimension 530 x 220 x 595 mm (H*W*D)

Cooling ®Front (intake) : 120 x 120 x25 mm, 1300rpm, 17dBA

System ®Rear (Exhaust? :120 x 120 x25 mm blue LED fan,1300rpm, 17dBA, 90 x 90 x 25mm, 1800rpm, 19dBA
o Top (Exhaust) : 90 x 90 x 25mm, 1800rpm, 19dBA

Drive Bays

-Front Accessible

11
Upto 10x5.25",2x 3.5"

-Internal 6x3.5"

Material Chassis: 1.0 mm Aluminum Frontbezel : Aluminum
color Silver

Expansion Slots 7

Motherboards Micro ATX, ATX, Extend ATX, BTX
BTX upgraded kits SRM/ Rear plate (option:A9358)
Drive bay kit ® Relocate-able HDD & FDD rack ® 3 x 3.5"HDD module with 12cm LED fan ® Accessory box

kit(option)

9cm Fan

12cm
LED Fan

Compatible

liquid cooling

Model Kandalf --- VA9000BWS

Case Type Super Tower

Side Panel Transparent side panel

Net Weight 18.1 Kg

Dimension 530 x 220 x 595 mm (H*W*D)

Cooling ®Front (intake) : 120 x 120 x25 mm, 1300rpm, 17dBA - .
System :_F?:;:ésﬁgiggt:)5(1)2)(09)51)(22()5);351rr11n§0b(;$;rrl;,E1%2aBnA1300rpm, 17dBA, 90 x 90 x 25mm, 1800rpm, 19dBA - : a (
Drive Bays

-Front Accessible

11
Upto10x5.25",2x3.5"

-Internal 6x3.5"

Material Chassis: 1.0 mm SECC Front bezel : Aluminum
color Black

Expansion Slots 7

Motherboards

Micro ATX, ATX, Extend ATX, BTX

BTX upgraded kits

SRM/ Rear plate (option : A9358)

Drive bay kit

® Relocate-able HDD & FDD rack © 3 x 3.5" HDD module with 12cm LED fan ® Accessory box




Inside Structure

VA9000SWA

VA9000BWS
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side view front view side view front view

Detachable front door design

Detailed features

o
Tool-free installation Dual USB 2.0, IEEE Relocate-able front "
E:grgovable "o for 5.25" device 1394 Firewire, Audio control panel (Power, Screwless slots for 3x3.5" HDD module
' & Speaker ports Reset switch, HDD & easy assembling with 12 cm fan

PWR LEDs)

Retractable foot - Accessory box - HDD & FDD rack Ventilation holes on @ Side panel lock
Sl -Bu_ndled in 5.25" - Relocate-able HDD &FDD drivebay. 109(62% opening screws for easy p Relocate-able 12cm fan
drive bay ratio) open side panel

Extra large thumb
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