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9.4 kgNet Weight

Dimension

(H*W*D)

§ High efficiency ventilation: Dual 12cm silent fan in front & 
rear, 9cm fan on side panel.

§ Tool – Free installation for 5.25’’& 3.5’’device.

§ Dual USB 2.0, IEEE 1394 Firewire, Audio & Speaker ports

§ Retractable foot stand.

§ Highly flexible "Silent Purepower supply " unit supports 
PS/II for PC case (optional)

Features

Micro ATX (9.6’’x 9.6"’), ATX ( 1 2’’x 9.6’’) 

VB1000SWS 

•Front (intake) : 120 x 120 x25 mm, 1400rpm, 21dBA

•Rear (Exhaust) : 120 x 120 x25 mm, 1400rpm, 21dBA

•Side (intake) : 90 x 90 x 25mm, 1800rpm, 21dBA

Silver 

MiddleTowerCase Type

7Expansion Slots

Motherboards

color

Chassis : 0.8 mm SECC

Front Door : Plastic
Material

11

4 x 5.25’’, 2 x 3.5’’

5 x 3.5’’

Drive Bays

-Front 
Accessible

-Internal

Cooling

System

Model

§ High efficiency ventilation: Dual 12cm silent fan in front & 
rear, 9cm fan on side panel.

§ Tool- Free installation for 5.25" & 3.5" device.

§ Dual USB 2.0, IEEE 1394 Firewire , Audio & Speaker ports

§ Retractable foot stand.

§ Highly flexible "Silent Purepower supply " unit supports 
PS/II for PC case (optional)

Features

Micro ATX (9.6" x 9.6" ), ATX ( 12" x 9.6" ) 

VB1000SWS 

Silver 

Middle TowerCase Type

7Expansion Slots

Motherboards

color

Chassis : 0.8 mm SECC

Front Door : Plastic
Material

11

4 x 5.25", 2 x 3.5 "

5 x 3.5"

Drive Bays

-Front 
Accessible

-Internal

Cooling

System

Model VB1000BWS 

Front (intake) : 120 x 120 x25 mm, 1300rpm,17dBA

Rear (Exhaust) : 120 x 120 x25 mm, 1300rpm, 17dBA

Side (intake) : 90 x 90 x 25mm, 1800rpm, 19dBA

Black 

§
rear.

§ Tool – Free when installing 5.25’’& 3.5’’device.

§ Dual USB 2.0, IEEE 1394 Firewire, Audio & Speaker ports

§ Retractable foot stand.

§ Highly flexible "Silent Purepowersupply " unit supports 
PS/II for PC case (optional)

Features

9.6 kgNet Weight

Micro ATX (9.6’’x 9.6’’), ATX ( 1 2’’x 9.6’’) 

VB1000SNS 

•Front (intake) : 120 x 120 x25 mm, 1400rpm, 21dBA

•Rear (Exhaust) : 120 x 120 x25 mm, 1400rpm, 21dBA

495 x 210 x 478 mm

Silver 

MiddleTowerCase Type

7
Expansion   

Slots

Motherboards

color

Chassis : 0.8 mm SECC

Front Door : Plastic
Material

11

4 x 5.25’’, 2 x 3.5’’

5 x 3.5’’

Drive Bays

-Front 
Accessible

-Internal

Cooling

System 

Dimension

(H*W*D)

Model

§ High efficiency ventilation: Dual 12cm silent fan in front 
& rear.

§ Tool- Free when installing 5.25" & 3.5"device.

§ Dual USB 2.0, IEEE 1394 Firewire, Audio & Speaker ports

§ Retractable foot stand.

§ Highly flexible "Silent Purepower supply " unit supports 
PS/II for PC case (optional)

Features

VB1000SNS 

Front (intake) : 120 x 120 x 25 mm, 1300rpm, 17dBA

Rear (Exhaust) : 120 x 120 x 25 mm, 1300rpm, 17dBA

495 x 210 x 478 mm

Silver 

Middle TowerCase Type

7
Expansion   

Slots

Motherboards

color

Chassis : 0.8 mm SECC

Front Door : Plastic
Material

11

4 x 5.25", 2 x 3.5 "

5 x 3.5"

Drive Bays

-Front 
Accessible

-Internal

Cooling

System 

Dimension

(H*W*D)

Model VB1000BNS 

Black 

VB1000 Series

Micro ATX (9.6" x 9.6" ), ATX ( 12" x 9.6" ) 

Dimension

(H*W*D) 495 x 210 x 478 mm

Net Weight 9.4 kg

side panel Transparent X type side panel

9.6 kgNet Weight

W/O windowside panel

Address: Unit 1, 49 Henderson Road Rowville 
Victoria 3178 Australia
TEL: +61- (03) 9763 1622   FAX: +61- (03) 9763 1677
E-mail: sales@thermaltake.com.au 
URL: www.thermaltake.com.au 

Australia: Thermaltake Australia and 
New Zealand Pty Ltd

Address: Fortunaweg 15 (3113 AN) Schiedam, Nerthland
TEL: +31-10-4090150   FAX: +31-10-4090159
E-mail : peterpan@thermaltake.com

Europe: Thermaltake Europe B.V.

Address: #907,HaiTai Plaza, No.229, North 4th
Ring Road, Haidian District,Beijing 100083 PRChina
TEL: +86-10-82883159/3189   FAX: +86-10-82376577
E-mail: allen.hu@thermaltake.com

China: Thermaltake Beijing Co.Ltd

Overseas Branch

Address: 525Parritott Place, City of Industry, CA 91746
TEL: +1-626-968-9189   FAX: +1-626-968-7659
E-mail: davidh@thermaltake.com

USA: Thermaltake Technology Inc.

Address: 8F, No.27, Lane 155, Sec.3, Pei Shen Road, Saen 
Keng Hsiang, Taipei Hsiang, Taiwan 
TEL: +886-2-2662-6501  FAX: +886-2-2662-6510
E-mail: thermaltake@thermaltake.com 

Taiwan : Thermaltake Technology Co.,Ltd.

Address: 2F, 1-8-19 Toyotamaminami, Nerima-ku, 
Tokyo, 176-0014, Japan
TEL: +81-3-3948-5616   FAX: +81-3-3948-5617
E-mail: sales-jp@thermaltake.com

Japan: Thermaltake Japan Inc.



9 cm fan in clear 
side panel (option)

Dual 12 cm 
Cooling fans

Cooling System: 77
Washable dust filter 
for easy cleaning 
and replacement

Retractable foot 
stand1111

1212 Enclosed dust 
cloth  

Security for lockable 
safety side-panel1010

 4 4 EMI protection 
spring 

3 3 Extra large thumb-
screws for easy open 
side panel

22
Dual USB2.0, IEEE1394 
Firewire,Audio & 
Speaker ports

11 Front door - 2 way 
opened

66 Front panel 3 way 
key lock

Security chassis intrusion 
detector alerts when the 
side panel is unexpectedly 
opened.

88

55
Patented sliding rail 
design for easy 5.25"  
devices installation

99 Tool-free HDD 
installation

Screwless slots for 
easy assembling1313

Front  viewTransparent X type side 
panel window( option)

Rear view

Drive Bay:

- External:
    5.25" x 4, 3.5" x 2

- Internal:
       3.5" x 5
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VB1000BNS

VB1000SNS

VB1000BWS
VB1000SWS

Case w/ window

Case w/o window
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