IEEE 1394 USB 2.0 2 Way Lock Audio

. N X2 =N X2
Compatible O N @
With N 120x120mm B i
liquid cooling Control = 12025Fan | | LCD 1 FanSpeed

System 2800rpm, 21dBA

(2 fans) Rear (exhaust): 120 x 120 x 25 mm, 1300 ~
2800rpm, 21dBA

Drive Bays
-Front ) .
Accessible 4x5.25",1x3.5

-Internal SrE

Chassis: 0.8 mm SECC

Expansion 7
Slots
Motherboards Micro ATX & Standard ATX
Thermal Test Intel thermal requirement validated
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Best ventilation, 12 cm
silent fans in front and rear,
both can be controlled by fan
speed knobs in front bezel.
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Thermally Advantaged Chassis

12 cm fan in front & rear High efficiency

ventilation.

Front access Dual USB2.0/ Audio & Speaker

/IEEE1394

Screw-less COROM ,HDD & Add-on cards

assembly

Record & adjust pre-setting Temp ( with blue
Features back light )

Temp. LCD Monitor with alarm (with red LED

light, detect the pre - setting temperature)

2 VR function fan speed controllers

°C / °F display switch

Removable foot stand.

Highly flexible "Silent Purepower supply "

Unit supports PS/Il for PC case (optional)
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Cooling System

Best ventilation, 12 cm silent fans in front and rear

R SO0000

® 12 cm silent fans in front and rear
Front (intake): 120 x 120 x 25 mm,
1300 ~ 2800 rpm, 21dBA
Rear (exhaust): 120 x 120 x 25 mm,
1300 ~ 2800 rpm, 21dBA
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® Intel thermal requirement validated

Compatible with liquid cooling system
( performance radiator with 12 cm fan )

Compatible
with
liquid cooling

Recommendation:
Thermaltake Bigwater
(P/N: CL-W0005)
liquid cooling system

Front bezel

Dual VR function ® Blue back light ® Alarm function with
fan speed ® Record & adjust red light
controllers. pre-setting Temp. ® °C / °F display switch

Chassis Overview

Dual USB2.0 /Audio & Speaker
Power on switch / Reset

>> 3D Stylish >> Security for lockable >> Screw-less
bezel design safety front bezel lockable side panel

>> Screw-less CD-ROM, HDD
& Add-on cards assembly
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